Solar Collection A ®
G-3752-LM31 —— -

Solar Floor-Mounted Tub Filler (Rough and Trim)

Product Features

* Aerated flow rate 8 gpm @60 psi

* 9-13/16" spout reach

* 37-13/32" ~ spout height

* Optional in-line pressure
balancing valve

* To complete trim package, you
must order Spout

* To complete package, you must
order spout connection rough

Code compliance

* ADA

Available Finishes
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Polished Chrome Matte White Polished Nickel Polished Nickel Steelnox® (Satin Brushed Nickel Brushed Nickel Polished Brushed Polished Gold

C

VD® Nickel) PVD® Champagne PVD® Champagne PVYD® PVD®
Brushed Gold PVD® Polished Brass Brushed Brass 24K Polished Gold 24K Brushed Gold Unfinished Brass Unfinished Brushed Satin Gold PVD® Warm Bronze PVYD®  Polished Rose Gold
PVD® PVD® Brass / Polished Copper
PVD®
Brushed Rose Gold Polished Tuscan Brushed Tuscan Vintage Brushed Olive Bronze Gunmetal PVD® Onyx PVD® Brushed Onyx Architectural Black™ Matte Black
/ Brushed Copper Bronze PVD® Bronze PVD® Brass PVD®
PVD®
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