SIGMA TechData

Designer Zfaucetry
URES SPECIFICATIONS

Forged brass construction. 1 /2” Thel’mOStath

e Thermostatic valve cartridge: 18.30.082

e Shut-off cartridge: (1) 18.30.036 One Volume Control
 Screw driver spring check valve: (2) 18.30.181 Valve & Trim

* 14.5 GPM @ 45PSI (9.5 top exit)

* Meets: ASME A112.18.1/CSA B125.1-2011 1.006396.V1

Portofino Handle
(1.006396.VAT Trim Only)
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Note: Measurements are subject to change or cancellation. No responsibility is assumed for use of superseded or voided pages.
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18.30.036
Volume Control

Cartridge

18.30.181
Screw Driver
Spring Check

Valve
18.30.082

Thermo Cartridge

18.30.093
Cartridge
Holding Nut

18.30.076
Valve Assembly

Parts List
Portofino

1/2” Thermostatic
One Volume Control

18.12.025
Contemporary
Volume Control

Stem Assy

18.30.217
Stem Extension Kit
18.30.087-5" Sq Tube
18.30.088-4-1/2” Thd Tube
18.30.052 1-1/2” Stem ext.
for volume control

18.12.013
1 Vol. Trim Plate

18.30.096 \
1-1/2” Std.

Thd. Tube 18.12.017
18.30.101 Fahrenheit Dial
2-1/4” Std. Sq
Tube 18.12.016

Swivel Bushing

18.12.015
Pointer Assembly

(Includes Swivel Bushing)

18.12.019
Cone Escutcheon

18.01.100
Lever
(Side Set Screw)

American Faucet & Coatings Corporation.

Tel: 760-598-5895, Toll Free Fax 800-621-8383, customerservice @ sigmafaucet.com
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