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FEATURES:

¢ All brass construction.

» Cross handle style with center screw attachment.

* 3/4” valve bodies with 1/4-turn ceramic disc cartridge.

¢ Available in all finishes. Warranty varies according to finish.

* Certified to meet or exceed the following codes and standards:
ASME A112.18.1/CSAB 125.1-2011

TechData

Specifications

Series 1800

Sussex
Roman Tub Set with Deckmount
Handshower and Diverter
1.187893
(1.187893T - Trim only)

10-3/4”
E
¢ 8-1/8"
Escutcheon to be used as
top locking nut
2-3/4"_
STEM
» INSTALL
3 7,00 Jﬁ HEIGHT
0 T
»‘ r @3-1/4” 2'314” @2-3/8”j ﬁ 2£7/ 8’ 1-7/8”
7 \
2-1/2” max. deck j / k
3/4” quick thickness MOUNTING NUT
disconnect
spout
Single O-Ring
3/4”MIP//'

8-1/4” ‘

-3/8”

1/2” Outlet
To Handshower___ 3/4”Inlet From
(see note) Hot or Cold Valves

3/4”Inlet From
Hot or Cold Valves

3/4”Qutlet To
Tub Spout

Spout and valves install
through 1-1/4” diameter holes.
Plumber to provide 3/4” supply lines to valves

NOTE: 1/2” outlet for in-line vacuum breaker
(18.15.055), and 60” chrome spiral hose
(18.10.016) - INCLUDED

Note: Measurements are subject to change or cancellation. No responsibility is assumed for use of superseded or voided pages.
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Cover Button
18.01.066 - Hot
18.01.067 - Cold
18.01.068 - Plain

&

R 1/4-20
x 5/8FHP

«

Handle
—18.01.063 - Hot

18.01.064 - Cold

18.01.065 - Plain

——18.03.048
Nut
() —18.03.049
v Escutcheon
18.30.017 Cold — (& 18.15.043
18.30.018 Hot Single O-Ring
3/4" 1/4Turn 2 Injector
Cartridge Only

18.30.038

,,
. I(E);c:l;/talvg'i Red Fiber Washer —
&

(&)

. Black Rubber Washer— &
N A

NC—

18.15.238
3/4” Female Coupling

NS/
18.30.016
Hot Valve

3/4” MIP

Parts List

Series 1800

Sussex
Roman Tub Set with Deckmount
Diverter and Handshower

Handshower wand

18.10.023
Brass Flat Washer—— @&
Brass Wavy Washer— ©Q 18.10.214 —
Elbow
Brass Flat Washer—— &
18.10.036
Deck Base Only ——
18.10.007
18.30.113 Hgn_dshoyver Deck
Cartridge Only Fitting with Base f ’
18.10.038
18.30.025 Deck Base, Nipple,
4 Port Deck Insert & Mtg Kit
Diverter

&)

18.30.196
Deck Base ©
- Rough Only
| 18.15.019 Black Rubber— &
Spout Assy Washer
_ Dual Check Valve —
18.15.055 60" Spiral/’%
m Hose
@q 18.10.016
_ | ~——OPTIONAL j—

Extension

18.30.015 Hose

Cold Valve

—

Black Rubber
Washer

\
0=

3/4” MIP
(Plumber to supply connections)

Y

3/4” MIP
(Plumber to supply connections)

(Plumber to supply connections)
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