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FEATURES:

All brass construction.

Crystal lever style handles with setscrew attachment.

e 3/4” valve bodies with 1/4-turn ceramic disc cartridge.

e Available in all finishes. Warranty varies according to finish.

» Certified to meet or exceed the following codes and standards:
ASME A112.18.1/CSAB 125.1-2011
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Specifciations

Series 400
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MOUNTING NUT

~~ 3/4”MIP TEE
(Supplied by Sigma)

NOTE: Spout and valves install
through 1-1/4 diameter holes.
Plumber to provide 3/4” supply lines to valves

Note: Measurements are subject to change or cancellation. No responsibility is assumed for use of superseded or voided pages.
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Parts List

Series 400

Portofino
Crystal Lever

Roman Tub Set

18.01.258
Knob
—18.01.100
Lever
——18.03.021 ]
Escutcheon
18.05.007
Lined Ring
—18.05.018 | 18.15.002
Spout Assy [

Stepped Lined Ring (Does not include

Spout base ring)

lock nut

18.30.016
Hot Valve

18.30.038

3/4” Deck vave—':‘)

18.30.017 Cold — (£ 18.15.043 18.30.015
18.30.018 Hot Single O-Ring N Cold Valve
3/4" 1/4Turn Injector )

Cartridge Only / s=

Red Fiberwasher _ @&  (Plumber to supply connections)

Black rubber washer
(Included with tee) @

—— 18.15.049
3/4” MIP x 3/4” MIP
x 3/4” NPS Tee

=
N—
(Plumber to supply connections)

\_/‘

3/4” MIP
(Plumber to supply connections)
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